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FATAL ACCIDENT NOTIFICATION (PART 2) 
JOINT SITE OBSERVATIONS 

 
 
ACCIDENT REFERENCE 

 
 
ACCIDENT DETAILS 

 

Locus A90 Dundee to Aberdeen road at its junction with Candy farm and the unclassified road to 

Drumlithie, Aberdeenshire, within both southbound and northbounds lanes. 

 Route No and c/way type A90 Dual Grid Reference 379492 - 780093 

 Time 16:20hrs Day Tuesday Date 12/03/19 

 Council Area Aberdeenshire Police Area Grampian Police Ref No 2576 

 Weather Fine Road condition Dry 

 Road Works None Light condition Light 

 
SITE VISIT DETAILS 

 

Day/Date and time of inspection Wednesday 20th March 2019 at 1100hrs 

Weather at time of site inspection Overcast Road condition Dry 

Attendees at meeting  – Police Scotland. 

 – Aberdeenshire Council. 

 – Transport Scotland. 

 – BEAR Scotland Ltd. 

 

OVERALL DESCRIPTION OF THE LOCUS AND SITE OBSERVATIONS 
The locus is an at-grade dual carriageway T-junction with an associated central reserve gap. The unclassified 

road to Drumlithie forms the junction with the A90 northbound carriageway and has an associated diverge taper. 

A  field access is present on the southbound carriageway, directly opposite the junction mouth. The southbound 

carriageway also has a right-turn deceleration lane for the junction. The A90 sits on a northbound, left-hand 

horizontal bend at this point. The vertical gradient of the trunk road is generally flat. The northbound trunk road 

verge widens locally in this area to provide suitable visibility splays for the junction. Uncontrolled pedestrian 

crossing points are present on both carriageways directly north of the junction and link to nearby bus laybys. 

 

 

 

C/Way type and 

width 

Dual, consisting of two 7.3m wide 

carriageways and a 7.5m wide central 

reserve. 

Road 

Surface 

Hot rolled asphalt in good 

condition. 

Speed Limit National Road 

Studs 

Yes, in channels and 

central reserve. 

Is kerbing present? Splayed kerbing is present in all channels. Drainage 

type 

Positive, via top entry 

gullies. 

Is footway present? Footways are present in the northbound and 

southbound verges to the north of the 

junction.  

Verge 

width 

At the junction mouth, the 

northbound verge is 

approximately 9.7m wide 

and the southbound verge 

is approximately 3.0m 

wide. 

Carriageway 

markings 

Intermittent white centreline to Diagram 

1004.1 of the TSRGD on both approaches 

and through the junction. Intermittent white 

Street 

Lighting  

No 

Redacted

Redacted
Redacted
Redacted
Redacted
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centreline to Diagram 1005.1 on both 

carriageways beyond the junction. Solid 

white line to Diagram 1012.1 in all kerbed 

channels. Intermittent white line to Diagram 

1010 in channels between the carriageways 

and the central reserve gap / southbound 

deceleration lane and the channel between 

the northbound carriageway and the diverge 

taper . Arrows to Diagram 1038 on both 

carriageways, the southbound right-turn 

lane and the northbound diverge taper. 

‘Give Way’ line to Diagram 1003a and edge 

of carriageway line to Diagram 1009a in the 

channel across the junction mouth 

Road signs or safety 

barrier present 

‘Give Way’ and ‘Keep Left’ signs are present 

in the local road in the junction mouth. ‘Keep 

Left’ and directional signage is present in 

the central reserve. Pedestrian advisory 

signage is present in both verges and the 

central reserve in the vicinity of the 

uncontrolled pedestrian crossing points. 

Wire rope and corrugated beam safety 

barrier is present in the central reserve, 

located north and south of the central 

reserve gap respectively. 

Other 

street 

furniture 

Verge markers are 

present in the central 

reserve to the north and 

south of the gap. Junction 

delineation bollards flank 

the junction mouth and the 

field access. 

Pedestrian Crossing Uncontrolled pedestrian crossing points are 

present on both carriageways directly north 

of the junction. 

Vehicle hit 

object off 

c/way 

None 

 

3 YEAR ACCIDENT HISTORY (IF APPLICABLE) 

There have been no recorded injury collision at this location in the past three calendar years (2016-18) 

FATAL ACCIDENT REPORT FORM SUPPLEMENTARY PHOTOGRAPHS 

 
Photo of locus looking south 
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Photo of locus looking north. 

 
 

SUMMARY 

 

As a result of discussions and information gathered from the site visit as well as consideration given to 

the concentration and level of accidents throughout the network it is suggested that : - 

          Tick as 

appropriate 

a) An accident investigation report is undertaken as part of the current year’s programme.  

  b) An accident investigation study is not required at this time. 

 
√ 

  c) A copy of the police fatal accident report is obtained when it becomes available. 

 

 

 

 

 

 Prepared by: 

 

Date 19/04/19 

     Sent to: TS Area Manager 

    
  TS Strategic Road Safety Officer 

 

 A copy of the form should be retained by the OC and copies submitted to TS and The Police. 

  

 

 

 

 

Redacted




