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Following this assessment, one initial emergence survey was undertaken during May 2023. A Redacted 10(5)(g)
noted emerging Redacted 10(5)(g) , indicating at a PRF that may not be
able to be seen from ground level. Following this observation, two additional surveys were programmed in
June 2023.

reiedt were recorded emerging from the A90 200 Glencarse OB structure during two of the three surveys
undertaken in May and June 2023. Full survey details of the emergence event confirmed by Amey Consulting
are in Table 4 below:

Table 4: Emergence survey details

Structure ID

and Surveyor | Date of Survey |EERENGIE) Descriptions of Emergence Locations
Location

| A90 200
i Glencarse OB —
i Southern

i Abutment At NVA Redacted 10(5)(g)

Redacted 10(5)(g)
Surveyors and

camerg Redacted 106)) Redacted 10(5)(g)

19 May 2023 .
(Appendix B,
Photograph 1 and 2). Exact emergence point is

unclear from ground level. Redacted 10(5)(g)

A90 200

At NVA Redacted 10(5)(g) Redacted 1005K2)
Glencarse OB —

Redacted 10(5)(g) (Appendix B, Photograph

3 and 4)
i Redacted 10(5)(g)
Surveyors and | Redacted 10(5)(g) Redacted 10(5)(0) '
| camera on i ;
 opposite sides of { 15 June 2023 (Append'XBPhOtograph567) ________
i the carriageway
I Redacted 10(5)(g)
Redacted 10(5)(g) Redacted 1000)

Redacted 10(5)(g)

(Appendix B,
Photograph 8 and 9)

Redacted 10(5)(q) were recorded during all of the surveys. Species recorded comprised: e e
Redacted 10(5)(g)

A retvdgcation Map can be found in Appendix

Conclusions and Recommendations

One single Redacted 10(5)(g) may be destroyed by the concrete repair works around the struck beam. All fe
found Redacted 10(5)(g) will be avoided and subject to disturbance only. Works to the bridge
will require a European Protected Species Licence (EPSL) to be obtained from NatureScot.
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All === locations have been assessed as low conservation Redacted 10(5)(g) only with negligible potential for
Redacted 10(5)(g)

The proposed works will result in an increased level of local disturbance due to the introduction of a workforce
as well as the presence of machinery and vehicles. The proposed works will directly affect one of the identified
Rt 09@nd cause disturbance to the remaining locations therefore any Redacted 10(5)(g) at this location will
experience an increased level of visual and noise disruption as a result of the construction.

Two Redacted 10(5)(g) ) will be located Redacted 10(5)(g)

Redacted 10(5)(g) in
an area that will receive heat from the sun. This**' will serve as a replacement *****for the feature
identified Redacted 10(5)(g)

Inclusion of Redeced 108X9) of this design is proportionate to the impacts of the proposed works (loss of a
Redacted 10(5)(g) ) (Redacted 10(5)(g) ).

Should a ** be unexpectedly found during the works, and ***®¢ cannot be safely left in position, the
will act as an emergency Redacted 10(5)(g)

The named ecologist, or accredited agent, will act as an Ecological Clerk of Works (ECoW) on-site to
supervise the concrete repairs throughout all the planned works on the A90 200 bridge structure.

The works are scheduled to take place in November (see table below) to avoid the period where the surveys
have identified the ***® to be in use Redacted 106)(@), In the unlikely event that any Redacted 10(5)(g), be
identified in the structure during the ECoW inspection, works will stand down and be replanned until the
licence can be updated and or the works can be undertaken in the spring of 2024.

All site personnel will be briefed by the ECoW on the specific ecological constraints of the works through a
targeted in-house ‘toolbox talk’ **=*=_This will ensure that all personnel onsite are aware of the basic
ecology ¢ gre informed on the legislation that protects them and receive a full brief on the impact
avoidance measures required throughout the physical works. All site workers will be required to
acknowledge they have been fully briefed on these measures.

Site personnel are required to be vigilant at all times for the presence ***®¢ within the structure. In the
event that a Redacted 1065)(9) is found, all work activities will immediately halt and the ECoW should be informed.

General safeguards to be implemented on site include the following.

= No equipment will be stored within the area directly beneath Redacted 10(5)(g) If
equipment storage is required, this should be restricted to a designated works compound.

= Where site lighting is required for the proposed works, directional lighting should be employed to
minimise light spill onto Redacted 10(5)(g) that will not be damaged/destroyed by the works.
Mitigation for temporary lighting will be checked and signed off by the ECoW.
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Appendix A: Drawings of Surveyor Locations
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Figure 1 - Surveyor positions for first emergence survey
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Figure 2 - Surveyor positions for second emergence survey
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Figure 3 - Surveyor positions for third emergence survey
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Appendix B: Photographs of emergence
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Redacted 10(5)(g)#Redacted 10(5)(g)

Photograph 1: Emergence point as seen on camera footage of Photograph 2: First emergence of 19 May 2023 survey.
19 May 2023

Redacted 10(5)(0)BRedacted 10(5)(g)

Photograph 3: Redacted 10(5)(g) Photograph 4:Redacted 10(5)(g) 15 June 2023 survey
f15June 2023

Photograph 5: Location of second and third emergence point Photograph 6: Redacted 10(5)(g) f 15 June 2023 survey
as seen on camera footage of 15 June 2023

Redacted 10(5)(g)lRedacted 10(5)(qg)

Photograph 7: Redacted 10(5)(g) 15 June 2023 survey  photograph 8: Redacted 10(5)(g) 15 June
2023 survey
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Redacted 10(5)(g)

Photograph 9: Redacted 10(5)(g)
15 June 2023
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Appendix C: Redacted 10(5)(g)

Redacted 11(2)

Figure 4 - Redacted 10(5)(g)
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